
The Di-LOG DL7101 is a reliable digital thermometer designed for precise temperature 
measurement across various applications, including industrial, scientific, and HVAC settings. 
Its dual-input capability allows simultaneous readings from two sources, making it ideal for 
comparative monitoring. 

The large, backlit LCD screen ensures easy visibility in different lighting conditions, while 
compatibility with various sensor types, such as thermocouples and RTDs, enhances versatility. 
With a compact and durable design, the DL7101 is built for portability and use in demanding 
environments. Battery-powered for convenience, it delivers accurate and dependable 
performance, making it a trusted choice for professionals requiring 
reliable temperature monitoring.

The digital thermometer has dual input for simultaneous and 
differential measurement on its clear backlit LCD display. 
 
Features
•	 Thermometer Temperature Range -50 to 1300 °C (-58 to 2000 °F)
•	 Heavy Duty Surface Probe Range -50 to 500 °C
•	 Air Liquid Probe -50 to 500 °C
•	 Backlit LCD Display
•	 Max Data Hold
•	 Dual k-Type Input
•	 T1-T2 Differential Measurement

DL7101
Digital Thermometer

Specifications 
Measurment

Temperature Range
-50 to 1300 °C    ± (0.5% ±1°C)

-58 to 2000 °F    ± (0.5% ±2°F)
Resolution 0.1° or 1°
Other Information
Battery 9V PP3
Thermometer Dimensions 165x76x44mm
Weight 403g

All Di-log Thermometers
supported by a
2 Year Warranty
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