
Apollo500
A great value ‘plug and play’ PAT tester with a
com prehensive range of tests and advanced
data transfer and storage features.

K ey F eatures
H ig h definition colour display
Store 10,000 appliance records
Rem ote data transfer from field to office
Bluetooth connectivity
Built in electrical risk assessm ent tool with
sug g ested retest period calculator
User config urable tests - for non-electrical
tests and inspections e.g . fire exting uishers
and PPE

Electrical Test F unctions
L ow current earth continuity test
g uaranteeing accurate m easurem ent
(patent pending )
Point to point testing
(earth continuity and insulation resistance)
IEC lead test
Protective conductor current
Touch current
L oad power/current
Alternative leakag e current
RCD test
Power socket test

Apollo 5 00 Users
Professional PAT Testers
Electrical Contractors
F acilities M anag ers
O perations M anag ers

Apollo 500 offers fast and efficient electrical safety testing with
secure and com plete data m anag em ent.

Desig ned to enable sim ple, professional and fast PAT testing , Apollo 500
features all of the required tests of the IET 4th Edition Code of Practice along
with rem ote data transfer, USB upload/download and a m em ory to store up to
10,000 com plete test sets.

W ith point-to-point m easurem ent, fast boot-up and a risk-based retest
calculator to quickly determ ine sug g ested retest periods, Apollo 500 is the ideal
com panion for hig h-volum e testing to the 4th Edition Code of Practice.
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F ast, Reliable ‘Plug and Play’ Testing
Apollo 500 follows in the footsteps of Seaward’s long line of trusted PAT testers, offering a com prehensive suite of fast
and accurate electrical safety tests to enable any workplace appliance to be tested, including accurate and reliable earth
continuity tests (patent pending ), 3 phase and fixed appliances as well as Residual Current Devices.

W ith a larg e colour display and intuitive m enu structure, the Apollo 500 is sim ple to g rasp. Its lig ht weig ht and sm all size
along with battery or m ains power m odes, a fast boot up and a handy power scaveng ing feature m ean it is g ood to g o
in seconds; allowing m ore appliances to be tested without downtim e for boot-up or a battery re-charg e.

A built-in electrical risk assessm ent tool can be used to easily determ ine a risk-based sug g ested retest period in line with
the IET 4th Edition Code of Practice for In-service Inspection and Testing .

F or users who are responsible for recording other non-electrical tests or inspections such as fire exting uishers or ladders,
the user-config urable test function enables this.

Superb software for total traceability
Apollo 500 has an internal m em ory capable of storing up to 10,000
electrical test records. Its com patibility with Seaward’s PATG uard 3
software m eans that com plete test records are easily m anag ed on
a PC.

Transfer data to the PC rem otely using the Bluetooth function and
a sm artphone, or download the results via a USB cable directly to
a PC. O nce downloaded to PATG uard 3, it is easy to keep track of
the history of test and inspections as well as produce reports,
certificates and invoices – offering total peace of m ind and quicker,
easier m anag em ent of scheduling inspections and tests.
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Accessory B undles
The Apollo 500 is available to buy with a
selection of optional accessory
bundles to help you g et
the m ost out of your
tester.

G reater efficiency through useful accessories
As with m any Seaward PAT testers, the Apollo 500 is com patible
with a rang e of printers and barcode scanners, further speeding
up the process of asset recog nition, testing and labelling .

Also available in this range:

A m ulti-tasking PAT, the all in one H ealth and Safety
m anag em ent tool with cam era, universal risk assessm ent,
built-in health and safety certificates and a hug e internal
m em ory.

The ultim ate PAT testing and H ealth and Safety
m anag em ent software. Record, store and report on a
rang e of health and safety requirem ents including PAT
testing , risk assessm ents and other workplace test and
inspections. Tag records with im ag es as visual evidence,
schedule retest periods and produce professional reports
and certificates for total traceability and secure data
m anag em ent.

Optional accessory B undles available:

PATGuard3
PAT and H ealth and Safety software

Apollo600
M ulti-tasking H ealth and Safety m anag em ent tool

Elite B undles Test n Tag Elite rug g ed portable printer
Test n Tag printer labels x 4
Bluetooth barcode scanner
Apollo kit carry case

Elite B undle + Software P L U S P A T G u a rd 3 s o ftw a re 3 y r lic e n c e

H & S R e p o rtin g
& C e rtific a tio n

P A T R e c o rd
M a n a g e m e n t

T a g & R e c o rd
p h o to g ra p h s

R is k
A s s e s s m e n t

R is k
A s s e s s m e n t

A p p lia n c e
T e s te r

B u ilt in
C a m e ra

H e a lth & S a fe ty
F o rm s

Tel: 0161 877 0322

Email: sales@dilog.co.uk



PAT TESTS

Earth C ontinuity
Test Current: +/- 200m A DC
Display Rang e: 0.01 – 19.99Ω
Pass Value: User Defined

Insulation Resistance
Test Voltag e: 500V / 250V DC @ 1m A nom inal
Display Rang e: 0.01M Ω - 19.99M Ω

Pass Value: User Defined

IEC Lead Test
Test voltag e: 5V ac nom inal
Test: L ive / Neutral Checks for o/c, s/c and crossed

Protective Conductor Current/Load
Test Voltag e: Supply voltag e, m axim um load current 16A
Display Rang es: 0.01m A to 19.99m A
Pass Value: User Defined

Touch Current
Test Voltag e: Supply Voltag e, m axim um load current 16A
Display Rang e: 0.00 – 3.50m A
Pass Value: User defined

Load Power/Current
Test Voltag e: Supply Voltag e, m axim um load current 16A
Test Duration: Prog ram m able up to a m axim um of 255s

depending on load. i.e. m ax duration is reduced
for hig h loads.

Display Rang e: 0.00kVA – 4.00kVA
0.00A – 16.00A

Alternative Leakage Current
Test Voltag es: > 25Vac <50Vac
Display Rang e: 0.00m A to 19.99m A
Pass Value: User Defined

RCD Test
Test Voltag e: 230V +10%, -15%
Test Current: 30m A / 150m A rm s sinusoidal
Display Rang e: 0m s - 2000m s (30m A), 0-40m s (150m A)
Test m ethod: Internal isolation to avoid tripping distribution

board RCD

Power Socket Test
Voltag e Rang e: 207V – 253V AC
Indicates config uration of voltag e potential:-
L ine potential phase to earth
L ine potential phase to neutral
L ine potential neutral to earth

General
M em ory size 10,000 records
W eig ht 1.5kg
Dim ensions 230m m x 150m m x 100m m
Power Source M ains or Recharg eable battery pack

Standard Accessories (supplied with Apollo 50 0 )
Apollo checkbox
2x test leads and probes with crocodile clips
0.5m IEC lead
M ains power lead
USB download cable
30 day free trial of PATG uard 3 software
Q uick start g uide
Carry Case
UK AS calibration certificate
2 year warranty (subject to product reg istration)

Optional Accessories
Test n Tag Elite Bluetooth printer (339A970)
Bluetooth barcode scanner (339A023)
110V test adaptor (270A076)
TPA Series 3-phase leakag e adaptor
(5 star 16A - 391A920, 5 star 32A – 391A910)
PATG uard 3 software
K it carry case (380A955)

Training
Seaward offer a rang e of PAT testing courses, including City & G uilds.
G o to www.seaward.co.uk/training for m ore inform ation.

Services
Service & Calibration by Calibrationhouse
G o to www.calibrationhouse.com for m ore inform ation

Apollo 500 Part Num ber: 380A913
Apollo 500 with Elite accessory bundle: 380A960
Apollo 500 with Elite accessory bundle + PatG uard 3 software: 380A966
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