
DL6505-DL6506
Mini Digital Clamp Meter



Di-log Test Equipment
Unit 28 Wheel Forge Way
Trafford Park
Manchester
M17 1EH

Sales: (0161) 877 0322
Fax: (0161) 877 1614
Email: sales@dilog.co.uk

All Di-log Clampmeters
supported by a

2 Year Warranty

SPECIFICATIONS

EMC & LVD
EN: 50081-1, 50082-1
EN: 61010-1, EN 61010-02-031

CE

Non-contact AC Voltage

Miscellaneous

Supplied with 2x 1.5V AAA battery
Dimensions: 164(H) x 65(W) x 32(D) mm
Weight: 175g Includes batteries
Jaw  opening:- 18mm

Range Resolution Accuracy
20A 10mA ±3.0 % of rdg ± 8 dgts
200A 100mA ±3.0 % of rdg ± 8 dgts

AC Current - DL6505

Maximum Input: 200A

AC Current - DL6506

Maximum Input: 80A

DC Current - DL6506

Maximum Input: 80A

100V AC to 600V AC @50 Hz / 60Hz

Range Resolution Accuracy
2A 1mA ±3.0 % of rdg ± 8 dgts
80A 1mA ±3.0 % of rdg ± 8 dgts

Range Resolution Accuracy
2A 1mA ±2.8 % of rdg ± 8 dgts
80A 1mA ±2.8 % of rdg ± 8 dgts


