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The DL7040
is an easy to use
light meter with wide
measuring range, making
it ideal for environmental, health and safety
checks and industrial applications.

With a sample rate of 1.5/second and a range up-
to 400,000 lux, this meter covers all applications



Di-log Test Equipment
Unit 28 Wheel Forge Way
Trafford Park
Manchester
M17 1EH

Sales: (0161) 877 0322
Fax: (0161) 877 1614
Email: sales@dilog.co.uk

All Di-log Lux Meters
supported by a

2 Year Warranty

Supplied with 1 x 9v battery, Carry case & Instruction Manual
Photo detector lead length: 150cm (approx)
Photo detector dimensions: 115(H) x 80(W) x 20(D) mm
Meter Dimensions: 170(H) x 80(W) x 40(D) mm
Weight: 390g

DL7040- SPECIFICATIONS

Measurement Range Resolution
Lux 40.00 Lux

400.0 Lux
4000 Lux
40.00 Klux
300.0 Klux

+/- 5% +/- 0.5% f.s
Repeatability +/- 3%

FC 40.00 fc
400.0 fc
30.00 Kfc

+/- 5% +/- 0.5% f.s
Repeatability +/- 3%

Sample Rate 13.3 times/sec of analog bar-
graph indication
1.3 times/sec of digital display

Operating Temperature &
Humidity

0°C to 50°C (14°F to 140°F),
0% to 80% RH

Storage Temperature &
Humidity

-10°C to 50°C (14°F to
140°F), 0% to 70% RH

50 to 600V AC

Spectral Accuracy CIE Vλ function f1’ ≤ 6% 0°C to 50°C (14°F to 140°F), 0%
to 80% RH
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